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1. D 399,852, Oct. 20, 1998, Ribbed wear plate for a ripper plow; 
Brian L. Launder, et al., D15/11, 28 [IMAGE AVAILABLE] 

2. D 399,511, Oct. 13, 1998, Digging tooth; Brian L . Launder, et 
al., D15/27 [IMAGE AVAILABLE] 

3. D 397,697, Sep. 1, 1998, Multi-tined digging tooth; Brian L. 
Launder, et al . , D15/29 [IMAGE AVAILABLE] 

4. 5,782,019, Jul. 21, 1998, High strength earth working tooth; Brian 
L. Launder, et al . , 37/446, 453, 456 [IMAGE AVAILABLE] 

5. 5,765,301, Jun. 16, 1998, Retention apparatus for a ground engaging 
tool; Charles Clendenning, 37/457, 455; 403/355 [IMAGE AVAILABLE] 

6. 5,743,031, Apr. 28, 1998, Digging hardware signaling apparatus; 
Brian L. Launder, et al . , 37/455, 413, 456, 906; 116/214; 299/1.2 
[IMAGE AVAILABLE] 

7. D 381,484, Jul. 22, 1997, Lip shroud; Charles Clendenning, 

D32/54; D34/10 [IMAGE AVAILABLE] 

8. 5,617,655, Apr. 8, 1997, Securement pin for earth excavation teeth; 
Richard L. Launder, et al., 37/457, 455, 456; 403/355 [IMAGE AVAILABLE] 

9. D 378,006, Feb. 11, 1997, Corner lip shroud; Charles Clendenning, 
D32/54 [IMAGE AVAILABLE] 

10. 5,350,022, Sep. 27, 1994, Attachment assembly for wear caps ripper 
teeth; Richard L. Launder, et al . , 172/700, 753, 772 [IMAGE AVAILABLE] 

11. 5,283,965, Feb. 8, 1994, Attachment assembly for excavation teeth; 
Charles Clendenning, 37/455, 454 [IMAGE AVAILABLE] 
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FILE 'USPAT' ENTERED AT 16:45:28 ON 21 NOV 1998 

E LAUNDER, BRIAN L/IN 
LI 5 S E3 

E CLENDENNING, CHARLES/IN 
L2 10 S E3 

L3 11 S LI OR L2 


